CLEANING INSTRUCTIONS

FLEET-AIR FILTERS INC., IS NOT LIABLE IF DAMAGE OCCURS DUE TO POOR INSTALLATION AND/OR MAINTENANCE BY THE END USER.

MAKE SURE YOU FOLLOW THE PROPER REMOVAL AND INSTALLATION INSTRUCTIONS THAT FIT YOUR APPLICATION ANY TIME YOUR FLEET-AIR FILTER IS SERVICED. FAILURE TO DO SO COULD RESULT IN A POOR SEAL, AND CAUSE DAMAGE TO THE ENGINE.

FLEET-AIR FILTER SYSTEMS ARE DESIGNED TO MAXIMIZE AIR FLOW SO THAT YOUR ENGINE ACHIEVES IT'S MAXIMUM PERFORMANCE. THE FILTERS WORK ATTRACTING NEGATIVELY CHARGED DUST PARTICLES TO THE POSITIVELY CHARGED FOAM. THE OIL APPLIED TO THE FOAM CAUSES THE POSITIVE CHARGE, AND THE DUST IS NEGATIVE IN CHARGE. THIS IS A STATIC ELECTRICITY PHENOMENA.

1. REMOVE THE OUTER AND MIDDLE FILTER JACKETS BY LOOSENING THE VELCRO. DO NOT REMOVE THE INNER FILTER IT SHOULD REMAIN ATTACHED.
2. PLACE THE OUTER JACKET IN A LARGE CONTAINER AND WASH WITH MILD SOAP (DAWN DISHWASHING SOAP) AND WATER FOR WASHING. THE MIDDLE JACKET SHOULD BE CLEANED IN THE SAME MANNER. DO NOT REMOVE THE INNER FILTER, SIMPLY RINSE CORE WITH REGULAR WATER PRESSURE (NO HIGH PRESSURE OR POWER WASHER) AND REPEAT PROCEDURE AS NECESSARY.
3. GENTLY REMOVE EXCESS WATER BY COMPRESSING THE FOAM (DO NOT TWIST OR WRING OUT THE WATER). ALLOW ALL PIECES TO FULLY DRY.
4. APPLY KLOTZ FOAM AIR FILTER SPRAY OIL #606 ONLY TO THE INNER FILTER SURFACE AND RUB GENTLY WITHOUT CAUSING DAMAGE TO THE CORE.
5. APPLY KLOTZ OIL FOAM AIR FILTER SPRAY OIL #606 ONLY TO THE INSIDE OF BOTH JACKETS AND VELCRO STRIPS.
6. REINSTALL THE OUTER JACKETS (THE MIDDLE JACKET IS ABOUT 1/2” SMALLER THAN THE OUTER JACKET) AND SEAL THE VELCRO. BE SURE TO TUCK THE FOAM LAYER INTO THE TRIM.
7. REINSTALL YOUR FLEET-AIR FILTER (INSTRUCTIONS WERE INCLUDED WHEN YOU PURCHASED) INTO YOUR TRUCK HOUSING.

ALL DRIVING CONDITIONS MUST BE CONSIDERED ON MAINTENANCE OF ALL VEHICLES. IF YOU ARE DRIVING IN VERY DIRTY CONDITIONS YOU WILL NEED TO CLEAN YOUR FILTER MORE THAN A TRUCK THAT IS IN CLEANER CONDITIONS. YOU MUST SERVICE AND OIL YOUR FLEET-AIR FILTER ON A REGULAR BASIS TO PROTECT YOUR ENGINE AND GET THE MOST OUT OF YOUR FLEET-AIR FILTER.
UNPACKING INSTRUCTIONS

Inspect ANY filter before installing into truck!

Make sure there is NO packing materials inside or outside of filter!

PHONE: 251-654-0892 ~ 6220 THEODORE DAWES RD., THEODORE, AL 36582
WEBSITE: FLEET-AIRFILTERS.COM ~ EMAIL: FLEETAIRFILTERS@YAHOO.COM
REMOVAL AND INSTALLATION INSTRUCTIONS

MAKE SURE YOU FOLLOW THE PROPER REMOVAL AND INSTALLATION INSTRUCTIONS THAT FIT YOUR APPLICATION ANY TIME YOUR FLEET-AIR FILTER IS SERVICED. FAILURE TO DO SO COULD RESULT IN A POOR SEAL, AND CAUSE DAMAGE TO THE ENGINE.

REMOVAL AND INSTALLATION FOR UNDER-HOOD HOUSING:
1. REMOVE AIR FILTER HOUSING COVER.
2. REMOVE FILTER FROM HOUSING.
3. MAKE SURE HOUSING AND HOUSING NIPPLE IS CLEAN BEFORE INSTALLING YOUR FLEET-AIR FILTER.
4. REMOVE YOUR FLEET-AIR FILTER FROM THE BOX AND ANY PACKAGING (FILTER IS PRE-OILED AND READY FOR INSTALLATION).
5. APPLY A SMALL AMOUNT OF VASELINE TO THE INSIDE OF THE RUBBER SEAL FOR EASE OF INSTALLING.
6. SLIDE YOUR FLEET-AIR FILTER ONTO HOUSING NIPPLE, MAKE SURE YOUR FLEET-AIR FILTER HAS A PROPER SEAL AND NOT LOOSE FITTING.
7. REINSTALL AIR FILTER HOUSING COVER.
READ BEFORE INSTALLING

FLEET-AIR FILTERS INC., IS NOT LIABLE IF DAMAGE OCCURS DUE TO POOR INSTALLATION AND/OR MAINTENANCE BY THE END USER.

IF YOU ARE UNSURE IN HOW TO CHANGE YOUR AIR FILTER PLEASE HAVE A PROFESSIONAL MECHANIC INSTALL

PHONE: 251-654-0892 ~ 6220 THEODORE DAWES RD., THEODORE, AL 36582
WEBSITE: FLEET-AIRFILTERS.COM ~ EMAIL: FLEETAIRFILTERS@YAHOO.COM
Thank You for purchasing a Fleet-Air Filter!!!

Fleet-Air Filters purchased from Fleet-Air Filters and/or our dealers are backed by a Limited Lifetime Warranty when used on vehicles for which they were designed, as long as you are the original purchaser of the Fleet-Air Filter. If your Fleet-Air Filter fails we will repair or replace your Fleet-Air Filter. Fleet-Air Filters is not liable if damage occurs due to poor installation and/or maintenance by the end user. This includes your engine and any parts associated with your engine. If damages occur due to a properly installed and maintained Fleet-Air Filter the amount for repairs will not exceed the price of the Fleet-Air Filter.

Incorrect Cleaning or Usage Voids Warranty
Fleet-Air Filters should be cleaned at least every 50,000 miles for normal highway use, more frequent in dirty (snow, salt, dusty or off-road) conditions. Cleaning should be with Dawn Dish Soap or Mild liquid detergent and water. After cleaning it should be re-oiled with Klotz 606 Foam Filter Oil only. Your Fleet-Air Filter will not be covered by our warranty if: 1) the end user installs the filter incorrectly; 2) is incorrectly cleaned (by compressed air, any chemicals, and power washer.). Any damaged, abused, or modified Fleet-Air Filters will not be warranted.

Replacement
To return a Fleet-Air Filter you must contact Fleet-Air prior to return at the customers' expense. Call us at 251-654-0892 or email us at fleetairfilters@yahoo.com.

Extent of Warranty
Any defective Fleet-Air Filter properly returned to Fleet-Air will be repaired or replaced. Fleet-Air reserves the right to determine whether the terms of warranty, set out above, have been properly complied with. In the event that the terms are not complied with, Fleet-Air shall be under no obligation to honor this warranty. Fleet-Air will not be responsible for any indirect, consequential, special, contingent, or other damages.