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1. Hold tank strap cover overtop the strap in the desired location. Make sure it sits straight and is tight 

against the tank. Using a marker, transfer the correct mounting holes, top & bottom, to the tank strap. 

Make a line 5/8” above and below this mark. 

a. On Kenworth models, the lower bracket will fit behind the strap without cutting away the rubber. 

Attach the cover to the bottom on these models, before marking the location of the top mount. 

2. Support the fuel tank and only work on one strap at a time. Loosen or un-assemble the tank strap enough 

that you have access to the rubber backing on the strap and are able to cut it away. 

3. Cut and remove the rubber from the strap at the locations marked. 

4. Place one of the supplied brackets that correspond to the appropriate width of the tank strap, with studs 

facing outward, at each of the locations where the rubber was cut away. The narrow bracket is for 2” wide 

straps and the wide is for 4” and under. 

a. If you are mounting to a strap that will have interference with a fuel fill and have a narrow strap, 

use the wide bracket to “offset” the strap cover to the side. 

5. For Peterbilt tanks, place 3 of the supplied plastic washers on each stud. Mack, Volvo, Freightliner, 

Kenworth and International, place 1 washer on each stud. 

6. Attach the strap cover to the brackets using the supplied washer, lock washer and acorn nut. Note the 

strap orientation, as the wiring harness needs to exit at the top. 

7. Connect the positive wire to a minimum 15-amp, 12-volt, fused, switched circuit. If lites are tied into 

another system, make sure that circuit can accommodate the entire load. The negative wire should be 

hooked up to a proper chassis ground. 
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